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DESCRIPTION OF CHANGES:

1.

SHEET 0002 OF ADL, CHANGE THE REVISIONS OF THE FOLLOWING DOCUMENT;

FROM: “ MIL-STD-810 F ENVIRONMENTAL TEST METHODS AND ENGINEERING

GUIDELINES ”
NOTICE1 F/001 THIS IS AN APPROVED CHANGE FOR THE ABOVE DOCUMENT.

TO: “ MIL-STD-810 C ENVIRONMENTAL TEST METHODS AND ENGINEERING
GUIDELINES”

IN ADL, SHEET 0012, ADD EXCEPTIONS TO AS2634, AS FOLLOWS:

. SHEET 8, PARAGRAPH 4.5.2.2, LINES 2 AND 3, CHANGE;

FROM: “...TEST OF MIL-STD-331, TEST T120, PARAGRAPH 5.4 (SEE (.7). ONE...”

TO: “...TEST OF MIL-STD-331, TEST A5 AND B2 PARAGRAPH 6.2 (SEE 6.7). ONE...”

. SHEET 8, PARAGRAPH 4.5.2.3, LINE 2, CHANGE;

FROM: “...TEST OF MIL-STD-331, TEST III, PROCEDURE 2. AN EQUAL...”

TO: “...TEST OF MIL-STD-331, TEST A4. AN EQUAL...”

. SHEET 8, CHANGE PARAGRAPH 4.5.2.4, TO READ:

“4.5.2.4 VIBRATION TEST. THE CARTRIDGE SHALL BE SUBJECTED' TO VIBRATION TEST
OF MIL-STD-810, METHOD 514.2, PROCEDURE IIA, FIGURE 514.2-4. THE CARTRIDGES
SHALL BE ASSEMBLED TO THE TEST EQUIPMENT USING TEST FIXTURE SA 2522961 OR
CONTRACTOR DESIGNED TEST FIXTURE. THE CONTRACTOR DESIGNED TEST FIXTURE
SHALL BE SUBMITTED FOR GOVERNMENT EVALUATION AND APFROVAL PRIOR TO USE
FOR FIRST ARTICLE OR QUALITY CONFORMANCE TESTING.”




